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Recap

OS manages and arbitrates resources
 In order to protect the system from users, two modes of

operation - user and kernel (privileged)
 System calls are the entry point from user to kernel.

System call number defines the specific function -
parameters are passed via tables or in registers

 System programs are built using system calls to provide
useful services

OS code can be organized as simple, layered and
microkernel. Modules are another mechanism to
add functionaliy.
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Virtual Machines

A virtual machine takes the layered approach to
its logical conclusion.  It treats hardware and the
operating system kernel as though they were all
hardware

A virtual machine provides an interface identical to
the underlying bare hardware

The operating system creates the illusion of
multiple processes, each executing on its own
processor with its own (virtual) memory
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Virtual Machines (Cont.)

                   (a) Nonvirtual machine     (b) virtual machine

Non-virtual Machine Virtual Machine
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Virtual machines for data centers

The virtual-machine concept provides complete
protection of system resources since each virtual
machine is isolated from all other virtual machines.
This isolation, however, permits no direct sharing
of resources.

A virtual-machine system is a perfect vehicle for
operating-systems research and development.
System development is done on the virtual
machine, instead of on a physical machine and so
does not disrupt normal system operation.

The virtual machine concept is difficult to
implement due to the effort required to provide an
exact duplicate to the underlying machine
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VMware Architecture
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The Java Virtual Machine
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Operating System Generation

Operating systems are designed to run on any of a
class of machines; the system must be configured
for each specific computer site

SYSGEN program obtains information concerning
the specific configuration of the hardware system

Booting – starting a computer by loading the kernel
Bootstrap program – code stored in ROM that is

able to locate the kernel, load it into memory, and
start its execution
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System Boot

Operating system must be made available to
hardware so hardware can start it
 Small piece of code – bootstrap loader, locates the

kernel, loads it into memory, and starts it
 Sometimes two-step process where boot block at fixed

location loads bootstrap loader
 When power initialized on system, execution starts at a

fixed memory location
 Firmware used to hold initial boot code
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Chapter 3: Process Concept

Process – a program in
execution; process execution
must progress in sequential
fashion

A process includes:
 program counter, register
 Stack (temporary values,

function parameters) , heap
(memory allocations)

 data section (global valuables),
text section (code)
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Process State

As a process executes, it changes state
 new:  The process is being created
 running:  Instructions are being executed
 waiting:  The process is waiting for some event to occur
 ready:  process is waiting to be assigned to a processor
 terminated:  The process has finished execution



page 111/23/06 CSE 30341: Operating Systems Principles

Process Control Block (PCB)

Information associated with each
process and maintained by the
operating system

Process state
Program counter
CPU registers
CPU scheduling information
Memory-management

information
Accounting information
 I/O status information
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Process Scheduling Queues

Job queue – set of all processes in the system
Ready queue – set of all processes residing in

main memory, ready and waiting to execute
Device queues – set of processes waiting for an

I/O device
Processes migrate among the various queues
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Ready Queue And Various I/O Device
Queues
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Representation of Process Scheduling
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Schedulers

Long-term scheduler  (or job scheduler) – selects
which processes should be brought into the ready
queue

Short-term scheduler  (or CPU scheduler) – selects
which process should be executed next and
allocates CPU

Medium-term scheduler - removes processes to
reduce multi-programming by swapping them out
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Schedulers (Cont.)

Short-term scheduler is invoked very frequently
(milliseconds) ⇒ (must be fast)
 Timer for process switching - home work project #1

Long-term scheduler is invoked very infrequently
(seconds, minutes) ⇒ (may be slow)

The long-term scheduler controls the degree of
multiprogramming

Processes can be described as either:
 I/O-bound process – spends more time doing I/O than

computations, many short CPU bursts
 CPU-bound process – spends more time doing

computations; few very long CPU bursts
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Context Switch

When CPU switches to another process, the
system must save the state of the old process and
load the saved state for the new process

Context-switch time is overhead; the system does
no useful work while switching

Time dependent on hardware support
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Process Creation

Parent process create children processes, which,
in turn create other processes, forming a tree of
processes

Resource sharing policies
 Parent and children share all resources
 Children share subset of parent’s resources
 Parent and child share no resources

Execution
 Parent and children execute concurrently
 Parent waits until children terminate
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Process Creation (Cont.)

Address space
 Child duplicate of parent
 Child has a program loaded into it

UNIX examples
 fork system call creates new process
 exec system call used after a fork to replace the process’

memory space with a new program
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Process Termination

Process executes last statement and asks the
operating system to delete it (exit)
 Output data from child to parent (via wait)
 Process’ resources are deallocated by operating system

Parent may terminate execution of children
processes (abort)
 Child has exceeded allocated resources
 Task assigned to child is no longer required
 If parent is exiting

 Some operating system do not allow child to continue if its
parent terminates

– All children terminated - cascading termination
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Cooperating Processes

 Independent process cannot affect or be affected
by the execution of another process

Cooperating process can affect or be affected by
the execution of another process

Producer-Consumer Problem
 Paradigm for cooperating processes, producer process

produces information that is consumed by a consumer
process
 unbounded-buffer places no practical limit on the size of the

buffer
 bounded-buffer assumes that there is a fixed buffer size
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Communications Models
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Direct Communication

Processes must name each other explicitly:
 send (P, message) – send a message to process P
 receive(Q, message) – receive a message from process

Q

Properties of communication link
 Links are established automatically
 A link is associated with exactly one pair of

communicating processes
 Between each pair there exists exactly one link
 The link may be unidirectional, but is usually bi-directional
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Indirect Communication

Messages are directed and received from
mailboxes (also referred to as ports)
 Each mailbox has a unique id
 Processes can communicate only if they share a

mailbox

Properties of communication link
 Link established only if processes share a common

mailbox
 A link may be associated with many processes
 Each pair of processes may share several

communication links
 Link may be unidirectional or bi-directional
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Indirect Communication

Operations
 create a new mailbox
 send and receive messages through mailbox
 destroy a mailbox

Primitives are defined as:
send(A, message) – send a message to
mailbox A
receive(A, message) – receive a message
from mailbox A
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Indirect Communication

Mailbox sharing
 P1, P2, and P3 share mailbox A
 P1, sends; P2 and P3 receive
 Who gets the message?

Solutions
 Allow a link to be associated with at most two processes
 Allow only one process at a time to execute a receive

operation
 Allow the system to select arbitrarily the receiver.  Sender

is notified who the receiver was.
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Synchronization

 Message passing may be either blocking or non-
blocking

 Blocking is considered synchronous
 Blocking send has the sender block until the message is

received
 Blocking receive has the receiver block until a message

is available

 Non-blocking is considered asynchronous
 Non-blocking send has the sender send the message

and continue
 Non-blocking receive has the receiver receive a valid

message or null
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Buffering

Queue of messages attached to the link;
implemented in one of three ways
1. Zero capacity – 0 messages

Sender must wait for receiver (rendezvous)
2. Bounded capacity – finite length of n messages

Sender must wait if link full
3. Unbounded capacity – infinite length

Sender never waits


